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Braindump2go.com!!! QUESTION 11You are designing a network that requires a routing protocol that will use minimal network

bandwidth. Which would satisfy this requirement? A.    RIPv2B.    RIPngC.    OSPFD.    ARPE.    EGP Answer: C QUESTION 12

Which two devices would you place in your DMZ to ensure enterprise edge security? (Choose two.) A.    IPSB.    NACC.    ASAD.  

 ACSE.    WCS Answer: AC QUESTION 13Which type of area should you use in an enterprise OSPF deployment if you want to

prevent propagation of type 5 LSAs but still allow the redistribution of external routes? A.    stubB.    totally stubbyC.    backboneD. 

  NSSAE.    virtual link Answer: D QUESTION 14Which mode is used to exclusively look for unauthorized access points? A.   

monitor modeB.    sniffer modeC.    rogue detector modeD.    local mode Answer: C QUESTION 15To provide Layer 2 connectivity

between the primary and remote data centers, given that the two data centers are using Layer 3 routed DCIs, which NX-OS

technology can be used to facilitate this requirement? A.    VRFB.    OTVC.    MPLSD.    SPTE.    vPC Answer: B QUESTION 16

What is the acceptable amount of one-way network delay for voice and video applications? A.    300 bytesB.    1 secC.    150 msD.   

500 ms Answer: C QUESTION 17At which layer of the network is route summarization recommended? A.    data link layerB.   

core layerC.    distribution layerD.    access layer Answer: C QUESTION 18Which WAN technology is a cost-effective method to

deliver 100Mb of bandwidth to multiple branch offices? A.    DSLB.    DWDMC.    ISDND.    Metro Ethernet Answer: D

QUESTION 19Which Cisco device has the sole function at looking at threat detection and mitigation at the Enterprise edge? A.   

Cisco IOS routerB.    Cisco ASAC.    Cisco Catalyst FWSMD.    Cisco IPS Answer: D QUESTION 20If a teleworker is required to

access the branch office via a secure IPSEC VPN connection, which technology is recommended to provide the underlying

transport? A.    ISDNB.    Metro EthernetC.    Frame RelayD.    ADSLE.    ATM Answer: D  Recommend!!!  Valid Braindump2go
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